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- Alle Lastböcke mit Zulassung und H-Stempel der BG
- Alle Lastböcke erfüllen die Anforderungen der Maschinenrichtlinie
- Alle Lastböcke erfüllen die Anforderungen der ASME B30.26
- Jedes geschmiedete Teil und die Schraube mit Rückverfolgbarkeitscode
- Güteklasse 10
- Temperaturbeständig von -40°C – +100°C = 100% / bis 200°C = 85% / 

bis 250°C = 80% / bis 350°C = 75%
- Volle Tragfähigkeit bei 90°
- Prüfkraft 2,5-fache der zulässigen Tragfähigkeit
- Dauerschwingbeständigkeit min. 20.000 Zyklen bei 1,5-facher Tragfähigkeit
- 100% rissgeprüft
- Einfacher Schraubenwechsel bei Verlängerung oder Reparatur

- All lifting points with approval and H-stamp of the BG (Deutsche Berufsgenossenschaft)
- All lifting points fullfill the requirements of the EC machinery directive
- All lifting points meet the requirements of the ASME B30.26
- Each forged part und screw with batch code for treacability
- Grade 100
- Temperature resistant from -40°C – +100°C = 100% / to 200°C = 85% / 

to 250°C = 80% / to 350°C = 75%
- Rated with full working load at 90° angle
- Proof load is 2.5 times working load
- min. 20.000 cycle fatigue rated to 1.5 times working load limit
- 100% magnaflux crack detection
- Easy change of screw in case of extension or repair

Yellow Point

90° Pivot

360° Rotation

180° Pivot

360° Rotation

90° Pivot

360° Rotation

2D- und 3D-CAD-Daten für Ihre Konstruktion auf ketten.com
2D- and 3D-CAD-data for your construction on chains.de

optional mit 
langer Schraube 

erhältlich!

90° Pivot

360° Rotation
360° Rotation 360° Rotation
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1 0° 0,30 0,63 1,00 1,20 1,50 2,00 2,50 4,00 4,00 5,00 7,00 8,00 10,00 15,00 20,00 1,00 1,00 2,00 4,00 6,00 8,00 12,00 16,00 24,00 32,00

2 0° 0,60 1,26 2,00 2,40 3,00 4,00 5,00 8,00 8,00 10,00 14,00 16,00 20,00 30,00 40,00 2,00 2,00 4,00 8,00 12,00 16,00 24,00 32,00 48,00 64,00

1 90° 0,30 0,63 1,00 1,20 1,50 2,00 2,50 4,00 4,00 5,00 7,00 8,00 10,00 15,00 20,00 0,30 0,40 0,75 1,50 2,30 3,20 4,50 7,00 9,00 12,00

2 90° 0,60 1,26 2,00 2,40 3,00 4,00 5,00 8,00 8,00 10,00 14,00 16,00 20,00 30,00 40,00 0,60 0,80 1,50 3,00 4,60 6,40 9,00 14,00 18,00 24,00

2 0-45° 0,42 0,88 1,40 1,70 2,10 2,80 3,50 5,60 5,60 7,00 9,80 11,20 14,00 21,00 28,00 0,42 0,56 1,00 2,10 3,20 4,50 6,30 9,80 12,60 16,80

2 45-60° 0,30 0,63 1,00 1,20 1,50 2,00 2,50 4,00 4,00 5,00 7,00 8,00 10,00 15,00 20,00 0,30 0,40 0,75 1,50 2,30 3,20 4,50 7,00 9,00 12,00

2

un
sy

m
m

.

0,30 0,63 1,00 1,20 1,50 2,00 2,50 4,00 4,00 5,00 7,00 8,00 10,00 15,00 20,00 0,30 0,40 0,75 1,50 2,30 3,20 4,50 7,00 9,00 12,00

3-4 0-45° 0,63 1,32 2,10 2,50 3,10 4,20 5,20 8,40 8,40 10,50 14,70 16,80 21,00 31,50 42,00 0,63 0,80 1,50 3,10 4,80 6,70 9,40 14,70 18,90 25,00

3-4 45-60° 0,45 0,95 1,50 1,80 2,20 3,00 3,70 6,00 6,00 7,50 10,50 12,00 15,00 22,50 30,00 0,45 0,60 1,10 2,20 3,40 4,80 6,70 10,50 13,50 18,00
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0,30 0,63 1,00 1,20 1,50 2,00 2,50 4,00 4,00 5,00 7,00 8,00 10,00 15,00 20,00 0,30 0,40 0,75 1,50 2,30 3,20 4,50 7,00 9,00 12,00
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gewindegröße gewindegröße

Zusätzlich ist die Betriebsanleitung zu beachten. technische Änderungen vorbehalten.
please note also the operating instructions. the right to make technical modifications is reserved

90° Pivot

360° Rotation
360° Rotation 360° Rotation
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90° klappbar

360° drehbar

90° klappbar

360° drehbar
360° drehbar


